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4 How to install E-Con driver

You must install E-CON driver first before using E-CON

E-CON driver will be copied automatically while you install EISC Studio3.

After you have installed EISC Studio3, go to ‘C:\Program Files\ADChips\EISC
Studio 3\econ\driver’

econ » driver

~ 0

= +ET g2h a3 3

AndroidUsb 2018-01-31 2=  OHY 20

FTDI CDM v2.12.06 WHQL Certified 2018-01-31 2= o2 4

WinUSB 2018-01-31 2= Ity EGH

WinUSB_Mini 2018-01-31 2= DY =0
4] Interop. CERTENROLLLib dll 2015-11-12 F.. S8 ZEI1W &Y 72k8B
& UsbDriverTocl.exe 2016-06-21 2H.. S22 EZ=ZEIE AT9KB
= UsbDriverTool.exe config 2015-11-12 3. XML Configuratio... 1KB

Run UsbDriverTool.exe and connect E-Con to computer.

& USB Driver Tool — O x
The fallowing USE devices were found in vour system: Filter: I:I
Device Mame Vendor ID Device ID Interface
~ E-Con 0a0c 0100 ]
~ E-Con 0aDic 0100 01
Sign auto-generated drivers with a ternporary auto-generated cerificate Close
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Click mouse right button on E-Con and click Install ECon JTAG/SWD.
Install each in the same way.

& USE Driver Tool — O X
The following USE devices were found in your systern: Filtar: I:I
Device Mame Wendar 1D Device ID Interface

< Restore default driver

A BDC—Joion———Jm
o E-Ca Install ECon JTAG/SWD r 0ADC 100 ]

Sign auto-generated drivers with a temporary auto-generated cerificate Change driver type Close

When the driver is installed, you can see that it has been changed to a E-Con
JTAG/SWD A/ B as follow.

& USE Driver Tool - o 4
The following USE devices wene found in your system: Filter: |
Device Name Wendor ID Device D Intedace
# E-Con JTAG/SWD A QADC 0100 m
# E-Con JTAG/SWD B 0ADC 0100 o
] Sign auto-generated drivers with a temporasy auto-generated certificate I t Cloge
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